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Our Mission

GlobTek is committed to strive for increasing market share by
offering high quality products while continuing aggressive
research and development of new products following technologi-
cal trends and fulfilling our customer's demand. We pursue this
objective by providing high quality products in a timely manner,
offering superior support and service while maintaining meaning-
ful employment and earning acceptable profit.

Quality Statemei

GlobTek's Corporate Headquarters wide team in building quality into our productsiand services.

; of ght the first time, by working as a company.
Globtek's main activities in Wcus r » Tofecusion the customer's needs, and then plan@ur

- Corporate management “actions accordinglyfto fulfill_these:ne
- World-wide s

i ﬂ; & egulatory Agency Compharce Department - '
i * To continuously improve our produc
Quallty Control delivered to our customers.

- Wr pli rn -around |0 e production
[o} lo s

-

- 12,000 Sq. Ft. Warehouse accommod st In Time Delivery
and'Safety Stock programs. - 'l'"f
GIObT"f( speuahzes in Switch Mode Pod"up‘bhes in all configurations between 2~500W. Our Switch Mode Power

Supplies come if standardsconfigurations such as Table Jop(Laptop style), Wall Plug-In, as well as open frame (with or without
a cage). Aside from our standard products GlobTek specializes in stock-modified &eustom power supplies . Our
R&D teamworks closely with our customers on désigns which meet their unique reguirements. Many standard models have
been certified with UL, cUL/CSA, TUV, CE, & T-Mark.approvals . In addition, most models participate in the CB-
Scheme to accommodate further glebal certification if required. We have over 16 years experience working with regulatory
authorities world-wide.
Besides our strengths in-manufacturing and quality we maintain a 12,000 sq.. ft. stocking facility in-Northvale, NJ.in order to
accommodate our North American customers with Just In Time delivery, safety stock programs, as well as “off the shelf" distrib-
ution solutions committed to ship within 24 hours from placement of your order. Quality Quality is the vital backbone that allows

GlobTek to be one of the world's leading manufacturers of PowerSupplies; Power Cords, and Special OEM/ODM assemblies
& Products.

Quality at GlobTek takes the form of quality of the product and quality of the organization.

Just in time delivery

Due to GlobTek's 12,000 sq.. ft. Warehouse located in Northvale, NJ, the company is able to suppoft its customers with Just
In Time delivery or other types of stocking programs to facilitate minimal inventory at our customer's facilities., -

Please inquire about available options pertaining to JIT or our other stocking programs.

Aside from JIT in the USA, GlobTek can arrange JIT delivery schemes in any part of the world including major manufacturing
regions such as Mainland China, Taiwan, Malaysi pore, Mainland Europe, Australia, Mexico, and elsewhere.

GlobTek's Pacific Rim Manufacturing facilities offer significant
cost savings to all of its OEM/ODM customers. These facilities
take advantage of GlobTek's strong R&D staffs in both North
America and Asia while manufacturing at extremely low cost
and high efficiency

in Mainland China. GlobTek's Pacific Rim facilities with over
1,000 production related employees manufactures standard
power supplies, cordsets, & contract manufacturing services for

OEM/ODM manufacturing at extremely competitive prices.
GlobTek's Pacific Rim operations house full Injection molding
capabilities as well as a fully equipped tool shop, Wave solder-

ing/Al equipment for highest efficiency, as well as a host of
Quality Control equipment.
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USA/CANADA

voltage (AC)

frequency
AUSTRALIAIN.Z. VOItage(AC)
dimensions

RT IEC 320

120
60
3~30

55 x 38 x 33

GT-A57

IEC 320

voltage (AC)
frequency

voltage(AC)

dimensions

60
3~30

55.5x 43 x 37
56 x 42 x 38

&

voltage (AC)
frequency

voltage(AC)

dimensions

60
3~30

60 x 50 x 40
56 x 42 x 38

voltage (AC)
frequency

voltage(AC)

dimensions

120

60

3~30

72 x 55 x 48
70 x 56.5 x 47

&

. -

voltage (AC)
frequency
voltage(AC)

power

220~240

50
3~30

Derate
above by 70%

voltage (AC)

frequency
voltage(AC)

power

220~240
50
1.5~30

Derate
above by 70%

voltage (AC)
frequency
voltage(AC)

power

220~240

50
1.5~30

Derate
above by 70%

voltage (AC)
frequency
voltage(AC)

power

voltage (AC) 120 voltage (AC) 120 voltage (AC) 120 voltage (AC) 120
frequency 60 frequency 60 frequency 60 frequency 60
voltage(AC)  3~30 voltage(AC)  3~30 voltage(AC)  3~30 voltage(AC)  3~30
dimensions 109 X 67 X 57 dimensions 95 x 71 X 56 dimensions 120 X 80 X 64 dimensions 133 X 86 x 55
84 x 64 x 55 128 x 82 x 66
Euro British Australia Japan

100

50/60
1.5~30

Derate
above by 70%

ST A VAR ST A4




USA/CANADA

AUSTRALIAIN.Z.

RT IEC 320

IEC 320

adapters ac/dc

voltage (AC)
frequency

voltage(DC)

dimensions

120
60
3~48

55 x 38 x 33

GT-D57

voltage (AC)
frequency

voltage(DC)

dimensions

120

60

3~48

55.5 x 43 x 37
56 x 42 x 38

&

voltage (AC)
frequency

voltage(DC)

dimensions

120

60

3~48

60 x 50 x 40
63 x 51 x 41

voltage (AC)
frequency

voltage(DC)

dimensions

120

60

3~48

72 x 55 x 48
70 x 56.5 x 47

&

voltage (AC) 120 voltage (AC) 120 voltage (AC) 120 voltage (AC) 120
frequency 60 frequency 60 frequency 60 frequency 60
voltage(DC)  3~48 voltage(DC)  3~48 voltage(DC)  3~48 voltage(DC)  3~48
dimensions 109 X 67 X 57 dimensions 95 x 71 X 56 dimensions 120 X 80 X 64 dimensions 133 X 86 x 55
84 x 64 x 55 128 x 82 x 66
Euro British Australia Japan

) -

voltage (AC)
frequency

voltage(DC)

power

220~240

50
3~48

Derate
above by 70%

voltage (AC)

frequency

voltage(DC)

power

220~240
50
3~48

Derate
above by 70%

voltage (AC)
frequency

voltage(DC)

power

220~240

50
3~48

Derate
above by 70%

voltage (AC)
frequency

voltage(DC)

power

100

50/60
3~48

Derate
above by 70%

MUAZAY APAR ST AP AT
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(.« switching power supplies

USA/CANADA

2

GT-21088 GT-21089 GT-21102

GT-22011

folt4
v

INDIA/S AMER.

9
8

MID.EAST/E.CH.

g

EUROPEAN

voltage (AC) 90-264 voltage (AC) 90-264 voltage (AC) 90-260 voltage (AC) 90-264

t

frequency 47-63
voltage(DC)  3.3-48

frequency 47-63
voltage(DC)  3.3-48

frequency 49-63
voltage(DC)  3.3-48

frequency 47-63
voltage(DC)  3.3-48

AUSTRALIAN.Z.

dimensions 57 X 48 X 26 dimensions 74 X 50 X 40.5 dimensions 50.0 X 103 x 30 dimensions 99 x 63 X 30

&
FA¥iti

RT IEC 320

K

3
/

GT-21097 ¥ s ¥ . , GT-22023
30-60 ! N : : ; .J#L .. .h’ 1 ¥ 16-27
watt l - X = ) o S watt

IEC 320

8

i

PX0575/10

v
71/

IEC CORD

5

S| ATA AAR ST ANV

-

voltage (AC) 90-264

voltage (AC) 90-264

-
|
-' | )
- } : frequency 47-63
| N voltage(DC)  multiple o/p’s

1 i d L 1 ’
dimensions 119 x 60 x 32 1 iy ! H.r B | - dimensions 119 x 60 X 32
i L s -

frequency 47-63
voltage(DC)  3.3-48

GT-21141 GT-21100 GT-22030 GT-21075 LH

70 T 40-60 60-100
t/

E

P

voltage (AC) 90-264 voltage (AC) 90-264 voltage (AC) 90-264 voltage (AC) 90-264
frequency 47-63 frequency 47-63 frequency 47-63 frequency 47-63
voltage(DC)  12-48 voltage(DC)  3.3-48 voltage(DC)  multiple o/p’s voltage(DC)  12-48
dimensions 130 x 55.27 dimensions 150 X 86 X 65 dimensions 150 X 86 X 65 dimensions 150 x 86 x 65

v 9# 997 747




switching power

GT-3$15
GT-3525

GT-3S35
GT-3S40

GT-3S50
GT-3S60

15+25
watt

voltage (AC) 90-264* voltage (AC) 90-264* voltage (AC) 90-264*

frequency 47-63 frequency 47-63 47-63

voltage(DC)

frequency

voltage(DC)

voltage(DC) ~ 5-48 5-48 5-48

dimensions 154 x 97 x 38
*select input

dimensions 129 x 98x38
*select input

dimensions 99 x 97x35
*select input

RT IEC 320

—

GT-35100 GT-35150

100 150
watt

PX0575/10 l
ORD

voltage (AC)  90-264*

GT-3S240

voltage (AC)

90-264* voltage (AC)  90-264*

frequency 47-63 frequency 47-63 frequency 47-63

voltage(DC)

voltage(DC) ~ 5-48 voltage(DC) ~ 5-48 5-48

dimensions 205 x 93 x 65
*select input

dimensions 199 x 110 x 50
*select input

dimensions 199 x 98 x 38
*select input

EUROPEAN

EUROPEAN

GT-3S300

GT-35320-X GT-3S200

200 300

447«

voltage (AC) 90-264* voltage (AC) 90-264* voltage (AC) 90-264*
frequency 47-63 frequency 47-63
voltage(DC)  5-48 voltage(DC)  5-48 voltage(DC)  5-48
dimensions 230 x 115 x 50 dimensions 155 x 150 x 86 dimensions 185 x 120 x 92 ‘
*select input *select input *select input Hi'..

>
LS
q frequency 4763
e
)




USA/CANADA

RT IEC 320

IEC 320

v

PX0575/10

GT-21096

voltage (AC) 90-264
frequency 47-63
voltage(DC)  3.3-48

dimensions 84.4x414x255

GT-20030

voltage (AC) 90-264
frequency 47-63

voltage(DC)  3.3-48

dimensions 130 x 80 x 30.5

GT-21098

voltage (AC) 90-264 voltage (AC) 90-264 voltage (AC) 90-264

frequency 47-63 frequency 47-63 frequency 47-63

voltage(DC)  3.3-48 voltage(DC)  3.3-48 voltage(DC)  3.3-48

dimensions 100 X 55 x 22 dimensions 106 X 45 x 21 dimensions 110 x 60 X 30

GT-20035 GT-20040 GT-20033

voltage (AC) 90-264 voltage (AC) 90-264 voltage (AC) 90-264

frequency 47-63
3.3-48/multiple

frequency 47-63
voltage(DC)

frequency 47-63

voltage(DC)  3.3-48 3.3-48 voltage(DC)

dimensions 152 x 89 x 28.4 dimensions 108 x 63.5 x 32 dimensions 129 x 55 x 25

wiriariririri

GT-20045

voltage (AC) 90-264
frequency 47-63

voltage(DC)  3.3-48/multiple

dimensions 127 x 76.2 x 30

GT-20100 GT-22020

100

GT20065

voltage (AC) 90-264 voltage (AC) 90-264 voltage (AC) 90-264

frequency 47-63 frequency 47-63

voltage(DC)

frequency 47-63

voltage(DC)  3.3-48/multiple 3.3-48 voltage(DC)  3.3-48

dimensions 127 x 76.2 x 37 dimensions 222 x 62 x 35 dimensions 201 x 128 x 50

ST A7AY 4IRS 4




USA/CANADA

GT-41ATX
GT-42ATX

250/300

GT-40PS3
GT-41PS3

150/200

GT-40ATX GT-43ATX

150

INDIA/S AMER.

voltage (AC)  90-132/180-264 voltage (AC)  90-132/180-264

voltage (AC) 90-132/180-264 voltage (AC) 90-132/180-264

frequency 47-63 frequency 47-63 frequency 47-63 frequency 47-63
voltage(DC)  +33+5/+12/5H12/5vse voltage(DC) ~ +3345412I5H12/5vss voltage(DC)  +33+5+1215H12/5vse voltage(DC) ~ +334541215112/5vse
current (A)  6/12/5/.1/.1/1.5 current (A)  15/20/12/.5/.5/1 current (A)  10/15/5/.2/.5/1.5 current (A)  10/20/3/.11/5/1.5

15/25/14/.5/.5/1 10/20/3/.11/5/1.5

dimensions 195 x 82 x 85 dimensions 100 x 100 x 180

125 x 100 x 65

dimensions dimensions 150 x 86 x 40

RT IEC 320

GT40WTX GT41WTX
GT-42WTX

GT-40PS2 GT-41PS2
GT-42PS2

i)

IEC 320

300/350/400 236/250/300

watt

4

PX0575/10

Please inquire
on
special
custom designs
and
custom enclosures.

iinvivid

oy

ENENNEEEEEEEEEEEN

voltage (AC) 90-132/180-264 voltage (AC) 90-132/180-264

frequency 47-63 frequency 47-63
voltage(DC)  +3345M+12/5H12/5vss voltage(DC) 5/12/-15/12
current (A) 30/40/12/5/5/1.5 current (A) 16/12/.31.5
20/12/.1/.5 23/15/.11.5
dimensions 150 x 86 x 140 dimensions 150 x 86 x 140

DC INPUT
ATX/PS3

GUFX-250/300
UPS

BATTERY KITS
FOR GUFX SERIES

HOT SWAP

250/300
watt

<>

voltage (AC) 90-264 voltage (DC) 12/24/48 voltage (AC) 90-132/180-264 GUB-124 12v 4 A/Hr
frequency 47-63 type ATX /PS3 frequency 47-63 GUB-127 12v 7 AlHr
voltage(DC)  multiple voltage(DC) ~ +3345+12/5-12/5vss voltage(DC) ~ +3345+12/5-12/5vss GUB-2420 24v 2.2 AlHr
dimensions  standard dimensions 125 x 100 x 65 current (A) 15/20/12/.5/.5 GUB-1244  12v 4.4 AlHr
15/25/14/.5/.5/1
dimensions 150 x 86 x 140

MUY AR AP AT
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( EM/ODM Assemblies)

USNCI;;V;\DA

provides turn-key contract
manufacturing solutions to Original Computer Case & Power
Equipment Manufacturers (OEM) & SLlglalhy A el
Original Design Manufacturers (ODM) —
delivering high quality finished prod- -
INDIAJS AVER. ucts. GlobTek's contract manufacturing
team has the full capability to work
with customers from product design
MID.EASTIE CH g ] and prototype stages through ongoing
' production, and provides manufactur-
ing services for successful product
EUROPEAN | 1 3 generation. GlobTek is fully capable to
i fill material procurement and assembly
. . contracts to make your project turn-
ST ANE 2y L key. GlobTek maintains a 130,000 sq. ft.
manufacturing facility dedicated to
manufacturing power supplies and cus-
tom OEM/ODM electrical assemblies.

- . Rack Mount Off-Line UPS
Electromechanical assemblies - .
Quality is the most important aspect of

WS _ha_"?es?‘ assemt_)lles GlobTek's production lines. GlobTek
Plastic injection molding Uses:

Metal stamping ISO 9002 facilities

Electronic assembly Statistical Process Control

FCC & other testing (SPC) of processes and products.
Sub-assembly Formal Quality Inspection

Packaging Document Control

e
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GlobTek focuses-on high quality,"g iiency, RigoggrpValidation System
: ArkfApproved Facilities

and customer satisfaction. Our contr,
E RSE ENGINEERING

manufacturing facility is ISQ-9002 certi j

& T-Mark certified to backup our co O an reversesenginee

ment to quality. We also employ SPE and of equip

stringent QC practices to monitor all suppivtll -
aspects of production. Outsourcing will necessary manufacturing informa
bring your company significant cost sav- tion such as:

ings, eliminate logistical & manufacturing Artwork and PCB Scanning
headaches, and will maximize your profits.

Draw Schematics
Prepare Bill of Material
EUROPEAN

Electronic Controls Tool appropriate case or prepare
necessary Chassis

Reduce your product cost d | sl
Lower overhead associated with S e e
manufacturing L o
Lower Material Costs

Eliminate costs associ ith :

establishing ace ystem

(ISO) & StaﬁﬁiéaLProces ¢ ‘.1

Reduc e 1 arke
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4@ | 2
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EUROPEAN
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GREAT BRITAIN
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=, request for quo fax 201-784-0111

USA/CANADA

2

Thank you for your interest in our products. We look forward to speaking with you personally. We can be
reached by e-mail at sales@globtek.com or by phone at 201-784-1000.
Please complete as many fields of information as possible.

/

N

Name:

v

JAPAN

INDIA/S.AMER. Company name:

|
|
Address |
|
|

9
8

MID.EAST/E.CH. Clty

Telephone:

PART #:

Please describe
as much as
AUSTRALIAIN.Z. pOSSible.

t

PACKAGE: ] wall-mount ] desk-top [ open frame [ pcb [[] metal enclosure

RT IEC 320

INPUT VOLTAGE: D 120VAC |:|220-240VAC D 90-130VAC D 90-264VAC
60Hz 50Hz 47-63Hz 47-63Hz

i)
AVAYIEI

o
&

INPUT [] usicanada [JEurope [] Europe [] Australia
CONNECTION: Japan Turret Shucko

[ EC 320 (C14) [C]'EC 320 (C8) GROUND o
SR 3 conductor 2 conductor REQUIRED: 09

4
/

L)
Vi

OUTPUT VOLTAGE: []Ac [doc [ linear [] switchmode

A
5}

Complete as many options as necessary

#1 Output Voltage | #1 Output Current

3
=

#2 Output Voltage | #2 Output Current

4

#3 Output Voltage | #3 Output Current

=
R

#4 Output Voltage | #4 Output Current

Y

SAFETY [ uL [CJCsA or cuL [ Tuvics ] J1s (T-Mark) [[] cE Mark
APPROVALS [Jother, specify

5

d

OUTPUT CONNECTOR (See plug options):

H

S

EUROPEAN

QUANTITY: Select the production quantities you would like quoted.
[ 1,000 [ 5.000 [J20.000 [ 25,000
[] OTHER: | |

SAMPLES: Will samples be required for test production?

O YES 0 NO WHEN? (ie. 01/12/00) [ | QUANTITY? [ |

PRODUCTION: When would you take first delivery? (i.e. 01/12/00) | |

£

QUOTEQTY'S | | TARGET § | |

APPLICATION Complete as many options as possible
USE: In what market will the finished product be used?

4447

[] computer [JcAbicam [ office/ [[] machines [ communication
hardware business

[ industrial/ [Jmedical [] avionics [] automotive [] consumer electronics/
manufacturing- space/military appliances
equipment

’

[JOTHER MARKET: | |

-

-||¥ 9 # 9] 9]¢




