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MATERIAL PLATING ASCFFATSURT GLOBTEK A7, {EFTHA RIS SRS L RAREN, FRAEI REVISION

GOLBTEK 2] [ LAV« REV DESCRIPTION DATE APPROVED
center pin copper nickel PROPRIETARY INFORMATION: —

PROPRIETARY OF GLOBTEK, INC. ANY REPRODUCTION, DISCLOSURE A Initial Release 2018.03.26 JET
contactp o copper nickel c Update the direction of the internal pin and dimensions 2024.03.14 JET
plastic PPA
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Wﬁtgi ?1.45, I \\ parameter conditions/description min | typ | max [units
— Lo rated input voltage 50 Vde
TERMINAL rated input current 10 A
NUMBER contact resistancel between terminal and mating plug 30 | mQ
between terminal in a closed circuit 30 [ mQ
insulation resistance at 500 Vdc 100 MQ
voltage withstand at 50/60Hz for 1 minute 500 Vac 500 | Vac
insertion/withdrawal force 0.3 3 kg
PCB LAYOUT terminal strength any direction for 15 seconds 200 | gf
(TOP VIEW) operating temperature -25 85 | °C
life 5000 cycles
:D'O 1 Note: 1. When measured at a current of less than 100 mA/1 kHz
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Foot Note:

Globtek Inc. will not be liable for the safety
and performance of these parts if
unauthorized access and repair occurs. End
user should consult applicable UL, CSA or EN
standards for proper installation instructions
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Limitation of Use:

Globtek product are not authorized for use as
mission critical components in life support,
hazardous environment, nuclear or aircraft
applications without prior written approval
from the CEO of Globtek Inc.
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Tolerance table Py
RANGE |GRADE 1|GRADE 2|GRADE 3 PrRTNOTRE: ! GlObTek(SUZhOU), CO.,Ltd
0~4 +/-005/] +/-01/ +/-0.2 |MODELNO %! ! Tel: +86-512-6279-0301 Fax: +86-512-6279-0355 Web: www.globtek.cn
IS RO 703 ey | Bruce | Tolerances: DRAWING FOR WIRE ~ P/N:
6764 | 777018 [ 777025 [ /05 | Double Grade 3 JACK-L-PC-10A-RA(R)
647850 | #77025 | f/=04 | /=08 | Approved By: Jet A | Unit:mm ‘ Rev.C ‘ SHEET 1 OF 1

APPROVAL FLOW: 1.CUSTOMER

(INHOUSE/OUTSIDE)

2.ENG'G MANAGER
(CHECK/REV I EW)

3. MECH. ENGR
(DRAW/CHECK)

(REVIEW/APPROVED/FILE KEEPING-ENG'G and QAE ASSISTANT)

4.ENG'G MANAGER

5.0PRN MANAGER

7.END CUSTOMER

6.RELEASE TO MECH. ENGR (INHOUSE/OUTSIDE)
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